
Applicability: Bell Helicopter Model  47G2A, 47G2A1,  First Release 09/01/95
47G3B, 47G3B1, 47G3B2, 47G3B2A,
47G4, &  47G4A     NEW
with Lycoming Engines VO435-A1B, VO435-A1E 
TVO435-A1A, TVO435-B1A, TVO435-G1A, TVO435-F1A, & VO540-B1B3   
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Parts List No. AFC-K009-A-PL
Index Part Number Description Quantity
01a. OFB-15 Oil Filter Base,  -12 Port (1)
01b. OFB-11 Oil Filter Base,  -10 Port (1)
02. OFS-10 Oil Filter Stud (1)
03. AFC-600 Oil Filter, Long, or Equivalent  [Champion CH48109] (1)
04a. MS20822-12D Elbow, 90°  -12 (2)
04b. MS20822-10D Elbow, 90°  -10 (2)
05. OFM-18 Oil Filter Mount Plate, 75° (1)
06. AN4H-4A Bolts, Drilled Head (4)
07. AN960-416 Flat Washers (12)
08. AN4-5A Bolts (4)
09. MS20365-428A Locknuts (4)
10. OFM-19-1 Oil Filter Mounting Plate A (1)
11. OFM-19-2 Oil Filter Mounting Plate B (1)
12. AN3-4A Bolts (10)
13. AN960-10 Flat Washers (20)
14. MS20365-1032A Locknuts (10)
15. MS21919WDG-14 Adel Clamp (4)
16a. MS21919WDG-16 Adel Clamp (10)
17a. AE7010000K-0680 Aeroquip Hose Assy, 68" Length (1)
17b. AE7010000K-0230 Aeroquip Hose Assy, 23" Length (1)
18. 56707 Loctite	®	567	PST	Teflon	Thread	Sealant	 (1)
19. AFC-K009-II Installation Instructions (1)
20. AFC-K009-MI Instructions for Continued Airworthiness (1)
21. AFC-K009-PL Parts List (1)

Applicability: Bell Helicopter Model 47, 47B, 47B3, 47D, 47D1, 47E, 47G, 47G-2, 47G-2A  First Release 11/01/95
47G-2A-1, 47G-3, 47G-3B, 47G-3B-1, 47G-3B-2, 47G-3B-2A,
47G-4, 47G-4A, 47G-5, 47G-5A, 47-H1, 47J, 47J-2, 47J-2A, 47K  Ammended  01/08/2000
with Lycoming Engines VO-435-A1A, VO-435-A1B, VO-435-A1D, 
VO-435-A1E, VO-435-A1F, VO-435-B1A, VO-435-6A, TVO-435-A1, TVO-435-B1A,
 TVO-435-B1B, TVO-435-G1A, TVO-435-F1A, VO-540-B1B, & VO-540-B1B3

Oil Filter Kit AFC-K009-A
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READ THIS BEFORE INSTALLING OIL FILTER KITS, DATA PERTINENT TO ALL INSTALLATIONS 

 

TO THE MECHANIC: 

 

 This P/N AFC-K009 remote mount oil filter kit incorporates our STC approved for Bell 47 

Series Helicopters, Powered by Lycoming & Franklin Series Engines. The STC paperwork provided 

with this kit utilizes the approved model list (AML) system instituted by the FAA.  
 

Upon installing this filter kit, you will need to fill out and file a 337 form for this installation 

referencing the P/N AFC- K009 kit and the STC# SR00408NY. If your aircraft is not listed on the AML, you 

will also need a field approval by your local FSDO. for this installation. This is necessary until your aircraft 

is listed, a field approval is required. If you are unsure whether you need a field approval, please call us 

directly. 

 

If you have any questions or concerns on this STC, please call Airwolf Filter Corp, which we will clarify 

the details. Personnel are very familiar with our filter kits and can address any concerns you may have on 

your installation. 
 

Airwolf Filter Corp 

12801 Hwy 75 N. 

Okmulgee, OK 74447 

Phone: (918) 561-8696 

Fax: (918) 561-8695 
 

 
 

After completion of the installation of this kit, place a copy of the instructions along with the ICA in the 

Aircraft records for maintenance and replacement parts identification. 
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DATA PERTINENT TO ALL INSTALLATIONS 
Prior to installing the filter kit on the aircraft, weigh the filter kit, add the weight of the 

hoses, and subtract the oil screen or oil filter adapter removed from the engine, and determine the net 

weight being added to the aircraft for determining the weight and balance of the aircraft later. Once 

the filter kit is installed on the aircraft, if you choose to purchase the hoses from Airwolf, we will 

supply you with the Hoses specified in this STC. At the time of the order, we will need the flare-to-

flare length of the hoses, and hose ends needed on each hose i.e.: Straight to Straight, Straight to 90°, 

Straight to 45°, etc. allowing for engine torque and vibration per AC43.13. After the installation is 

completed service the engine with oil as per Manufacture Instructions, run the engine to check for 

leaks. After the engine has cooled properly recheck oil level and add as needed to restore oil level. 

Calculate the weight of the oil needed to restore oil level and add to weight and balance. 

 

If our instructions do not specifically say you can do something, assume that means you are not 

allowed to do it without our written approval. 
 

1. Review all installation data and written material before beginning. 

 

2. Please inspect contents of kit and inventory components before beginning. 

 

3. Do not over tighten the fittings on Adapters or housings. This can distort or crack housings, causing oil to 

leak. 

 

4. It is EXTREMELY important that oil lines be routed properly in accordance with AC 43.13-1A & 2A 

Acceptable Methods and Practices. (see Tip below) 

 

5. See Warnings and Notes contained in the instructions concerning routing of lines and the use of sealant on 

NPT fittings.  

DO NOT USE TEFLON TAPE ON FITTINGS. 
 

6. The use of sealant on AN/Flared type fittings is not required, it is only required on NPT fittings. 

 

7. When mounting Adapters use the supplied doublers for reinforcing mounting locations. 

 

8. BE PATIENT!!! Take your time and you will see the results of your effort. 

 

TIP 

How to get correct length of hose 
Hose length is measured from flare to flare. Do not use a string or a tape measure but take a section of old 

garden hose. Touch one end of the garden hose to the tip of one fitting and touch the other end of the hose 

to the other fitting, that is the correct length of hose needed. The garden hose is trying to bend to its natural 

set, which is normally the extra length needed for engine torque and vibration per AC43.13, Also, if you 

kink a garden hose, you are obviously going to kink an aircraft hose. Doing it this way allows you to snake 

a hose across the back of an engine and around obstacles and this will replicate exactly how the aircraft 

hose will fit.  
 

Thank you for taking the time to read this. 
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WARNINGS & NOTES 
 

***** WARNING (A) ***** 

USE LOCTITE® BRAND 567 TEFLON THREAD SEALANT BEFORE INSTALLATION OF 

FITTINGS. DO NOT ASSEMBLE FITTINGS INTO OIL FILTER BASE WITHOUT SEALANT 

OTHERWISE GALLING OF MATERIAL WILL RESULT. 

 

***** WARNING (B) ***** 

NO ROUTING OF FLAMMABLE FLUID LINES ABOVE EXHAUST SYSTEM, UNLESS 

FIRESLEEVED. INSTALLER IS RESPONSIBLE FOR INTER-RELATIONSHIP BETWEEN THIS 

AND OTHER ENGINE CHANGES (INCLUDING ACCESSORIES) 

 

***** WARNING (C) ***** 

THE USE OF PARTS AND COMPONENTS NOT INCLUDED IN THE KIT, IS NOT COVERED BY 

THE STC APPROVAL. ALWAYS REMEMBER THAT THE DIRTY OIL FROM THE ENGINE ENTERS 

THE OIL FILTER FROM THE OUTSIDE OF THE FILTER.  THE CLEAN OIL EXITS THROUGH 

THE LARGE HOLE IN THE CENTER OF THE OIL FILTER AND RETURNS TO THE ENGINE. 

 

***** WARNING (D) ***** 

DO NOT, UNDER ANY CIRCUMSTANCES, CONNECT AN OIL COOLER THAT DOES NOT HAVE A 

THERMOSATIC CONTROL VALVE, IN SERIES WITH OUR REMOTE MOUNT OIL FILTER KIT. 

OUR FILTER KIT IS A "FULL FLOW" OIL FILTERING SYSTEM WHICH MEANS ALL OF THE OIL 

IS FILTERED ALL OF THE TIME.  DURING STARTUP ON A COLD DAY, THE COLD THICK OIL 

WILL PARTIALLY BYPASS A CH48108 OR CH48109 OIL FILTER UNTIL THE VISCOSITY DROPS 

AND THE THIN OIL CAN FLOW THROUGH THE FILTER MEDIA THEREBY ALLOWING OIL TO 

CIRCULATE IN THE ENGINE. IF AN OIL COOLER HAS NO THERMOSTATIC BYPASS BUILT INTO 

THE UNIT, WHEN THE OIL FILTER GOES INTO PARTIAL BYPASS, THIS THICK SLUG OF OIL 

WILL BE STOPPED, OR SEVERELY RESTRICTED AT THE OIL COOLER. ONE OF THREE THINGS 

WILL HAPPEN: 

 

1. THE OIL COOLER WILL SEPARATE IN HALF. 

2. THE OIL FILTER GASKET WILL FAIL AND/OR THE OIL FILTER WILL EXPLODE. 

3. THE OIL HOSE WILL FAIL 

 

ANY OF THE THREE SCENARIOS ABOVE WILL CAUSE COMPLETE LOSS OF OIL IN A SHORT 

PERIOD OF TIME. 

 

 

NOTE: 

COMMON TO ALL INSTALLATIONS 

SOME HOSES OR WIRES MAY HAVE TO BE REROUTED SO THE OIL FILTER ASSEMBLY 

WILL FIT INTO POSTION. REFERENCE AND MATERIAL PER AC 43.13-1B & 2A. 
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Illustrated Parts List No. AFC-K009-PL-A 
Applicability: Bell Helicopter Models: 47, 47B, 47B3, 47D, 47D1, 47E, 47G, 47G-2, 47G-2A, 47G-2A-1, 47G-3, 47G-3B, 

47G-3B-1, 47G-3B-2, 47G-3B-2A, 47G-4, G-4A, 47G-5A, 47-H1, 47J, 47J-2, 47J-2A, 47K, 

  with Lycoming Engines: VO-435-A1A, VO-435-A1B, VO-435-A1D, VO-435-A1E, VO-435-A1F, VO-435-

B1A, VO-435-6A, TVO-435-A1, TVO-435-B1A, TVO-435-B1B, TVO-435-G1A, TVO-435-F1A, VO-540-

B1B, VO-540-B1B3. 
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Parts List No. AFC-K009-PL-A 

(see Illustration) 
 
 
 
 
 
 
 
 
 

Index Part Number Description Quantity 

1 TBD-068 or 0240 Hose Assembly, 68” or 24”Length 1 

2 TBD -0230 Hose Assembly, 23” Length 1 

3 OFM-18 Oil Filter Mount Plate 75° 1 

4 OFB-11 or -15 Oil Filter Base -10 Port or 12 Port with OFS-10 Oil Filter Stud 1 

5 OFM-19-2 Oil Filter Mount Plate B 1 

6 OFM-19-1 Oil Filter Mount Plate A 1 

7 MS20822-10D or -12D Fitting. Elbow,90° 2 

8 567 Locktite Thread Sealant 1 

9 AFC-500 or AFC-600 Oil Filter, or Equivalent [Champion CH48108/CH48109] 1 

10 AN3-15A Bolt, 1-5/8” Long 6 

11 TUB-0100 Spacer 6 

12 AN4-5A Bolts 4 

13 AN4H-4A Bolts, Drilled Head 4 

14 AN3-4A Bolts 10 

15 MS20365-1032A Lock Nuts 10 

16 AN960-10 Flat Washers 20 

17 AN960-416 Flat Washers 12 

18 MS20365-428A Locknuts 4 

19 MS21919WDG-16 Adel Clamp 10 

20 MS21919WDG-14 Adel Clamp 4 

19    
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Installation Instructions No. AFC-K009-II-A 

Applicability: Bell Helicopter Models: 47, 47B, 47B3, 47D, 47D1, 47E, 47G, 47G-2, 47G-2A, 47G-2A-1, 47G-3, 47G-3B, 

47G-3B-1, 47G-3B-2, 47G-3B-2A, 47G-4, G-4A, 47G-5A, 47-H1, 47J, 47J-2, 47J-2A, 47K, 

  with Lycoming Engines: VO-435-A1A, VO-435-A1B, VO-435-A1D, VO-435-A1E, VO-435-A1F, VO-435-

B1A, VO-435-6A, TVO-435-A1, TVO-435-B1A, TVO-435-B1B, TVO-435-G1A, TVO-435-F1A, VO-540-

B1B, VO-540-B1B3. 

 

Note: The internal oil screen, P/N 71589,72785, or any superseding part number is not removed for this installation. 

 

1. Remove oil cooler for ease of installation. 

 
2. Remove oil line from engine to oil cooler. 

 
3. Per Illustrated Parts List, assemble mounting plate "A" (6) & "B" (5) using 4ea. bolts (14), washers (16), and locknuts (15). 

 
4. Into top two rows of holes on assembled mounting plate, install 75° oil filter mount (3) using 4ea. bolts (11), washers (16), 

and locknuts (17). 

 

5. Install oil filter base (4) onto oil filter mount (3), using 4ea. bolts (12) and washers (17).  Locate inlet port to right side 

and outlet port aft. Secure with .032 MS20995-C safety wire. 

 

6. Install 2ea. adel clamps (19) on bottom horizontal tube per drawing approximately 13" right of bottom fore and aft servo mount. 

 
***** SEE WARNING (A) ***** 

 
7. Install 2 ea. 90° elbows (7), into oil filter base (4) ports.  Position elbow in inlet port "B" forward 35 degrees and elbow 

in outlet port "A" straight down. 

 

8. Per installation drawings AFC-D-0039 and AFC-D-0041, Place completely assembled oil filter mount into position and 

attach the two Adel clamps to the bottom of the uprights on the oil filter mounting plate "B" clamps up, using 2ea. bolts 

(14), washers, (16) and locknuts (15).  Do not tighten at this time. Install 2 ea. Adel clamps onto each vertical tube per 

drawing and attach with 4ea. bolts (14) washers (16) and locknuts (15). Position mount to clamps and secure all bolts at 

this time. 

 
***** SEE WARNING (B) ***** 

 
9. Per installation drawing AFC-D-0041, Route long hose assy. (8a) from inlet port "B" of oil filter base, forward of throttle 

tube bracket, outboard of junction box, aft over sprague rod and loop to oil pump fitting.  Secure hose to center frame 

using adel clamps (6), for the hose and 4ea. adel clamps (7) for frame tubes. Position clamps per drawing and secure 

with 4 ea. bolts (3), washers (4), and locknuts ( 5 ). 

 

10. Reinstall oil cooler at previous location and secure top return oil line to oil tank. 

 
11. Install short hose assy (8b) from outlet port “A" of oil filter base to bottom oil cooler fitting and secure. 

Caution: 

Allow clearance on throttle bracket. 

12. Install oil filter, torque per instructions on oil filter and secure with .032 MS20995-C safety wire. 

 
13. Run engine and check for leaks. 

 
14. Determine weight and balance, initiate a 337 form, and update the equipment list. 
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Installation Instructions No. AFC-K009-II-B 

Applicability: Bell Helicopter Models: 47, 47B, 47B3, 47D, 47D1, 47E, 47G, 47-H1, 47J, 47J-2, 47J-2A, 47K, 

 with Franklin Engines: 6V4-178-B3, 6V4-178-B32, 6V4-200-C32, & 6VS-335A 

1. Remove oil cooler for ease of installation.

2. Remove oil line from oil crossover tube to oil cooler.

3. Per Illustrated Parts List, assemble mounting plate "A" (6) & "B" (5) using 4ea. bolts (14), washers (16), and locknuts (15).

4. Into top two rows of holes on assembled mounting plate, install 75° oil filter mount (3) using 4ea. bolts (11), washers (16),

and locknuts (17).

5. Install oil filter base (4) onto oil filter mount (3), using 4ea. bolts (12) and washers (17).  Locate inlet port to right side

and outlet port aft. Secure with .032 MS20995-C safety wire.

6. Install 2ea. tube clamps (19) and spacers (11) on bottom horizontal tube per drawing approximately 13" right of bottom

fore and aft servo mount.

***** SEE WARNING (A) ***** 

7. Install 2 ea. 90° elbows (7), into oil filter base (4) ports.  Position elbow in inlet port "B" forward 35 degrees and elbow

in outlet port "A" straight down.

8. Per installation drawings AFC-D-0039 and AFC-D-0041, place completely assembled oil filter mount into position and

attach the two tube Adel clamps and spacers TUB-0100 to the bottom of the uprights on the oil filter mounting plate "B",

using 2ea. bolts (10), washers, (16) and lock- nuts (15).  Do not tighten at this time. Install 2 ea. tube Adel clamps onto

each vertical tube per drawing and attach with 4ea. bolts (10) washers (16) and locknuts (15). Position mount to clamps

and secure all bolts at this time. Assure that adequate distance is maintained between throttle linkage and oil filter mounting

plates.  No restrictions or binding may occur.

***** SEE WARNING (B) ***** 

9. Route 24" hose assy. from inlet port "B" of oil filter base (4) forward to horizontal tube of airframe outboard to oil filter

assy. Then route aft and connect to oil crossover tube. Secure hose to center frame using adel clamp, for the hose and

1ea. adel clamp for frame tube. Position clamps per drawing and secure with 1 ea. bolt (14), washer (16), and locknut

(15).

10. Reinstall oil cooler at previous location and secure top return oil line to oil tank.

11. Install 23" hose assy from outlet port “A" of oil filter base (4) to bottom oil cooler fitting and secure.

Caution: 

Allow clearance on throttle bracket. 

12. Install oil filter, torque per instructions on oil filter and secure with .032 MS20995-C safety wire.

13. Run engine and check for leaks.

14. Determine weight and balance, initiate a 337 form, and update the equipment list.
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WEIGHT AND BALANCE REPORT 

ENSTROM HELICOPTER 

ALL MODELS 

SURPLUS EQUIPMENT WEIGHT ARM-INCHES MOMENT - IN/LBS. 

EQUIPMENT - ITEM LBS. LONG LONG 

REMOTE OIL FILTER 4.25 -18.0 -76.5
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TOLERANCING PER: ANSY Y 14.5H
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INFORMATION OBTAINED FROM ANOTHER SOURCE.

AIRWOLF FILTER CORP PROPRIETARY
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3 2 1

THIS DOCUMENT IS THE PROPERTY OF AIRWOLF FILTER CORP AND IS DELIVERED ON THE

WRITTEN CONSENT, AND THAT NO RIGHT IS GRANTED TO DISCLOSE OR SO USE ANY INFORMATION
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A
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TITLE:
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SHEET 1 OF 1

MATERIAL LIST
ITEM PART NUMBER DESCRIPTION QTY.

1 OFM-19-1 OIL FILTER MOUNT A 1
2 OFM-19-2 OIL FILTER MOUNT B 1
3 MS21919WDG-16 ADEL CLAMP 10

SECURE OIL FILTER MOUNTING 
PLATES (1) & (2) WITH 2 EA. 

CLAMPS (3) 
3 PLACES.

MOUNTING LOCATION OFM-19-1 & OFM-19-2

SECURE HOSES WITH 
1EA. CLAMP (3) 
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APPLICATION

USED ONNEXT ASSY
A

Airwolf Filter Corp.

EXPRESS CONDITION THAT IT IS NOT TO BE DISCLOSED OR REPRODUCED IN WHOLE OR IN PART

TOLERANCING PER: ANSY Y 14.5H

OFM-18,19-1, 19-2, 

CONTAINED IN SAID DOCUMENT. THIS RESTRICTION DOES NOT LIMIT THE RIGHT TO USE

INTERPRET GEOMETRIC

ASSEMBLY DRAWING

INFORMATION OBTAINED FROM ANOTHER SOURCE.

AIRWOLF FILTER CORP PROPRIETARY

APPR. BY

4 3 2 1

THIS DOCUMENT IS THE PROPERTY OF AIRWOLF FILTER CORP AND IS DELIVERED ON THE
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AFC-D-0040

5

OR USED FOR MANUFACTURE FOR ANYONE OTHER THAN AIRWOLF FILTER CORP WITHOUT ITS

MATERIAL

DIMENSIONS ARE IN INCHES
TOLERANCES:
1 PLACE .030
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3 PLACE  .005
4 PLACE  .0005
ANGULAR  
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1
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MATERIAL LIST
ITEM PART NUMBER DESCRIPTION QTY.

1 OFB-15 OIL FILTER BASE 1
2 OFS-10 OIL FILTER STUD 1
3 AFC-600 OIL FILTER , LONG 1
4 MS20822-12D FITTING, 90 2
5 OFM-18 OIL FILTER MOUNT, 75 1
6 AN4H-4A BOLT, DRILLED HEAD 4
7 AN960-416 WASHER 12
8 AN4-5A BOLT 4
9 MS20365-428A LOCKNUT 4

10 OFM-19-1 OIL FILTER MOUNT A 1
11 OFM-1-2 OIL FILTER MOUNT B 1
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TOLERANCING PER: ANSY Y 14.5H
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MATERIAL

1
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TITLE:
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MFG APPR.

ENG APPR.

APPR. BY

DRAWN

INTERPRET GEOMETRIC

CONTAINED IN SAID DOCUMENT. THIS RESTRICTION DOES NOT LIMIT THE RIGHT TO USE

FINISH

AIRWOLF FILTER CORP PROPRIETARY

2

OR USED FOR MANUFACTURE FOR ANYONE OTHER THAN AIRWOLF FILTER CORP WITHOUT ITS

INSTALLATION DRAWING 
OFM-19-1 & OFM-19-2 

OIL FILTER MOUNT PLATE

DIMENSIONS ARE IN INCHES
TOLERANCES:
1 PLACE .030
2 PLACE  .010
3 PLACE  .005
4 PLACE  .0005
ANGULAR  

SHEET 1 OF 1

REVISIONS

REV. DESCRIPTION BY DATE

A REDRAWN IN SOLIDWORKS

MATERIAL LIST
ITEM PART NUMBER DESCRIPTION QTY.

1 OFM-19-1 OIL FILTER MOUNT PLATE A 1
2 OFM-19-2 OIL FILTER MOUNT PLATE B 1
3 AN3-4A BOLT 10
4 AN960-10 WASHER 20
5 MS20365-1032A LOCKNUT 10
6 MS21919WDG-14 ADEL CLAMP 4
7 MS21919WDG-16 ADEL CLAMP 10

8a AE7010000K0680 AEROQUIP HOSE ASSY, 68" LENGTH 1
8b AE7010000K0230 AEROQUIP HOSE ASSY, 23" LENGTH 1
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